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J100 100/ 4" 100 mm/ 4" 90 mm/3,5" 50 mm/ 2" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J200 200/ 8" 200 mm/ 8" 160 mm/6,3" 150 mm/ 6" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J300 300/ 12" 300 mm/ 12" 260 mm/10,2" 250 mm/ 10" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J400 400/ 16" 400 mm/ 16" 360 mm/ 14" 350 mm/ 14" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J500 500/ 20" 500 mm/ 20" 460 mm/18" 450 mm/ 18" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J600 600/ 23,5" 600 mm/ 23,5" 560 mm/22" 550 mm/ 21,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J700 700/ 27,5" 700 mm/ 27,5" 660 mm/26" 650 mm/ 25,6" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J800 800/ 31,5" 800 mm/ 31,5" 760 mm/ 30" 750 mm/ 29,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J900 900/ 35,5" 900 mm/ 35,5" 860 mm/ 34" 850 mm/ 33,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1000 1000/ 39,5" 1000 mm/ 39,5" 960 mm/ 38" 950 mm/ 37,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1100 1100/ 43,5" 1100 mm/ 43,5" 1060 mm/ 41,5" 1050 mm/ 41" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1200 1200/ 47" 1200 mm/ 47" 1160 mm/ 45,5" 1150 mm/ 45" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1300 1300/ 51" 1300 mm/ 51" 1260 mm/ 49,5" 1250 mm/  49" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"
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JOINT TESTER WITH 1,5 BAR TEST PRESSURE

CONTROL UNIT

UP TO 55 BAR 
TEST PRESSURE



J1400 1400/ 55" 1400 mm/ 55" 1360 mm/ 53,5" 1350 mm/ 52" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1500 1500/ 59" 1500 mm/ 59" 1460 mm/ 57,5" 1450 mm/ 57" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1600 1600/ 63" 1600 mm/ 63" 1560 mm/ 61,5" 1550 mm/ 61" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1700 1700/ 67" 1700 mm/ 67" 1660 mm/ 65,5" 1650 mm/ 65" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1800 1800/ 71" 1800 mm/ 71" 1760 mm/ 69,5" 1750 mm/ 69" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J1900 1900/ 75" 1900 mm/ 75" 1860 mm/ 73,5" 1850 mm/ 73" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2000 2000/ 79" 2000 mm/ 79" 1960 mm/ 77" 1950 mm/ 76,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2100 2100/ 82,5" 2100 mm/ 82,5" 2060 mm/ 81" 2050 mm/ 80,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2200 2200/ 86,5" 2200 mm/ 86,5" 2160 mm/ 85" 2150 mm/ 84,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2300 2300/ 90,5" 2300 mm/ 90,5" 2260 mm/ 89" 2250 mm/ 88,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2400 2400/ 94,5" 2400 mm/ 94,5" 2360 mm/ 93" 2350 mm/ 92,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J2500 2500/ 98,5" 2500 mm/ 98,5" 2460 mm/ 97" 2450 mm/ 96,5" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"

J3000 3000/ 118" 3000 mm/ 118" 2960 mm/ 116,5" 2950 mm/ 116" 2,5 bar/36 psi 1,5 bar/22 psi 360 mm/ 14"
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